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ROSION & SEDIMENT CONTROL NOTES: SITE GRADING & DRAINAGE NOTES: S e
3. THE EXI3TNG CONBITIONS INDICATED ON THE PLANS WERE OBTAINED FROM A TOPOGRAPHIC MAP
LIV SONTRAOTON MWL coliPL C MM AL LOCAL & b MELEMENT AS FROVIOED 8Y THE OWNER TO THE ENGINEER FOR USE N 1S DESIGH, THE ENGINEER DOES NOT ——
GRDINANCES FOR GRADING AND ERCSION AND SEDIMENT CONTROL. ey el M A Ao —_—
PONTHE NSNS S OF STATE D 0N THESK PLANG: I DCHOREYE PSR EXISTING TOPOGRAPHIC INFORMATION SHOWN HEREIN, INCLUDING THE EXISTENCE, LOCATION & —_—
ERQVIDE A DESIGNATED AREA FOR A TEMPORARY PIT TO BE USED DEFTH O ALL EXISTING UTIITES WITHI AKD AROUND THE LIMITS OF CONSTRUGTON, THE —_—
Z CONTRACTOR MUST ENSUIRE THAT THE CONSTRUGTIGN SITE 1§ FUR CORCRETE TAUCK WASF-OFF. DISPOSE OF HARDENED CONTRAGTOR SHALL HE SOLELY HESPONSIELE & ACT
FREPARED PAICA TO THE ONSET OF ANY 5TORM. CONTRAGTOR SHALL CONCRETE QFFSITE. AT NO TIME SHALL A CONCRETE TRUCK DU LOCATION & DSPTH £ ANVALL EXISTAG UTLITIES PRIDR
CLG B e e AU LR S ¥ T e e R —
: ] ?hﬂ!m“rbﬁﬂﬂwx“tﬂgﬂtFOw;ngmunu TE. MINIMU DF 24 HRS PRIOR TO COMMENCING WITH COHSTRUCTION ACTIVITIES.
24 ERION B3 FEMIEHT CRNTROL WA IR SHALL BE MANTAINED AHTHA BIERURS. 2 CONTRACTOR TOWSTALL EROSION CONTROL MEASURES PRIOR TO BEGINMING CONSTRUSTION P O AP,
PROVIDE INSTRUCTION 70 EMPLOYEES AND SUICONTRACTORS ACTIVITIES, STRIP TOPSOL AND STOCK PILE ON-SITE. INSTALL SILTATION CONTROL (SILT FENGING]
TION OF POLLUTANTS MATERAL STORAGE 'AROUND ALL SOIL STOCKFILES, R 2
USE AND CLEAN LP. INBPECT SFTE WEESLY FOR EVIDENCE OF ;
IMPROPER DISPOSAL 3, NO SLOPES TO EXCEED {31), AT A MINWAUM, ALL DISTUREED AREAS SHALL RECEIVE & N, Project No. : .
TGPEOIL AND 8E SEECED WITH A TALL TURF TYPE FESCUE. ALL DISTURBED AREAS MUST BE R ——
12, 8TABL STABILIZED WITH JUTE OR SIMILAR TYPE ERDSION CONTRCL FABRIC UNLESS OTHERWISE INDIZATED
Dt PGTIONS GF THE STE NAERE CONSTRLICTON AETVTIES M SN THE PLANE, B SOPE
TEHPORARILY OR PERIANENTLY CEABED ANDVITHN (19)DAYG AFTER Dug 3
RADIH JTHER EARTHWORK, PERMAKENT STAIL I2ATIO) . THE CONTRACTOR SHALL PROTECT ALL TREES AND EXISTING GRASSED AREAS NOT IN THE LIMITS Drawn By DPF
6. ALL EROBICN AND SEDIMENT CONTROL MEASURES SHALL BE CHECKED PERENNIAL VEGETATION (USE GF HATIVEHEREICEDUS AND WOODY O NEW DONETALCHCN FHOM DAMAGE G ECUPMEN T ONETRUETION ACTTATIES AN T = -
‘BEFORE AND AFTER ALL STORMB TO INSURE MEASURES ARE FUNGTIONING FLANTS WHERE PRACTICAL) OR OTHER PERMANENTLY STABLE, CONTRAGTOR'S PERSONNEL, THE CONTRAGTOR SHALL MOT GISTURB ANY LARGER AREA(S) THAN IS ecked By:
NON-ERODING BURFACE SHALL REPLACE ANY TEMPORARY MEASURES AS HEQUIRED 10 COMPLETE THE CLIRREATT CONSTRUCTION .Ea,zu SHALL BTABILIZE ALL Date: )
5. CONTRAGTOR SHALL WAINTARN A LOG AT SITE OF ALL INSPEGTIONS OF A e e o DISTURBED AREAS A8 54
MAMTEMANCE OF BMF'S AS WELL AS ANY CORRECTIVE CHANGES TO THE M okytizloe] =] CONSTRUGTION AGTVITY,
B CR EROGION AND SEDIMENT CONTROL PLAN & SHALL OTHERWISE
Wit [ENT FOR THEPS 6, THE CONTRACTOR SHALL INSTALL AND MAINTAM SECIMENTATIONEROSION CONTROL DEVICES AS
OMPOMEIN . TUS TEL MEN SN PN TheRC. SR STRICTUAL PRACTICE TO DIVRAT PLOMEROM AREAS OF LAND INOIGATED ON THE ACCOMPANYING STORM WATER POLLUTION PREVENTION PLAN (Sivere. I Sooles AS NOTED
AREA! AN ALAHCE: BWPPP 18 NOT REQUIRED OR PROVIDED, THE CONTRACTOR SHALL PROVIDE ANY NECESSARY
SopATIOLE N SWALL B wo  DISCHARGE OF POLLUTANTS FRON EXPOSED AIEAS OF THE SITE MUST BE SEDMENTATIONEROSION CONTREL DEVIEES A% REGURED T0 FEEVERT AY SEDMENTTION FROH
RN LU LELT CHG0ED VR THE YANTER ehar . SUCH PRACTICES MAY INCLUDE 5IL7 FENCES, EARTH DIKES. LEAVING THE LIMITS OF THE SFTE, NO CONSTRUGTION ACTIVITIES SHALL COMMENCE UNTE. Tie:
ADEQUATE SEDIMENTATION/EROBIGN CONTROL MEASURES ARE IN PLACE ANG PROPERLY
8. THE CONTRACTOR S4{ALL INSTALL THE STABKIZED CONSTRUGTION
ENTRANCE ARIGR 10 COMNENCEMENT OF CRABING, LOCATION OF 112 cnonor e L orsTBuTE A INITIAL STORM WATER
ENTRANCE MAY BE ADJUSTED BY THE CONTRACTOR 10 FACILITATE OGO, 10 PROPOSED GRAGSED ANG CANSEAPE SHEAS, L& GHALE AND PROUTLY S1ASMLZE POLLUTION PREVENTION
GRADING GPERATIONS, ALL CONSTRUCTION TRAFFIC ENTERING THE PAVED ALL DISTURBED AREAS. THE CONTRACTOR EHALL REFER TO SITE LANDECAPING PLANS AND T_lpz miﬁ
FROAD MUST GROSS THE STABILIZED CONBTRUCTION ENTRANCE, THE THESE PLANS) THE LOCATION AND TYPE OF . _v_uv

STAGILIZED CONSTRUCTION ENTRANCE EHALL REMAI! I PLAGE UNTIL THE

FOAD BASE ROCK COURSE IS COMPLETE, DISTURSED AREAS AS SDON AS FEASIBLE FOSSIBLE.

5. ALL SEOIMENT DEPCSITED ON PAVED ROADVIAYS SHALL BE BWEPT AT ACCORDANCE WITH THE MNIMUM CRITERIA 351 FORTH BY ALL LOCAL & STATE 7, TOVAL DFSTURBED AREA 1S > 1.0 AGRES, THEREFORE, A NOTICE OF INTENT (HOYNOC) IS REQUIRED
THE END OF EACGH WORK DAY CR AS NECESSARY. STORI WATER RESOLUTIONS, TOES AND THE CIRRENT TEHNESSEE GENERAL FRRTHE TROECT:

10, CONTRACTOR SHALL PLACE ERDSICN GONTROL MEASURES AROUND PERIAT REQUIREMENTS.

Drawing No.
- — ALLNEW DRAINAGE STRUCTURE OPENINGS BIWEDIATEL Y AFTER THE
ol B ‘STRUGTURE OPENING IS CONSTRUCTED. THE EROSION CONTRDL
p i MEASURES, SHALL BE MAINTAINED AND REMAB PLAGE UNTIL
CONSTRUGTION 18 COMPLETE. "




GENERAL NOTES;

FLOOD NOTE:
By ko of it i, wh b st

- RECEVES RUKOFF FROM 10,000 SQ.FF. OR MORE
OF ADJACENTLAND
- HAS MDRE THAN AN ACRE OF CISTURBED GROUND

PRESERVING EXISTING VEGETATION:
+ WHENEVER POSSIBLE, PRESERVE EXISTING

SOIL PILES, OR PARK VEHICLES NEAR TREES
MARKED FOR PRESERVATION,

REVEGETATION:

- DISTURBED S05LS SHALL BE STABILIZED AS QUICK
45 PRACTICAL WITH TEMPORARY VEGETATION
AND OFR MULCHING TO PROTECT EXFUSED
GRITICAL AREAS DURING DEVELOPMENT,
TEMPORARY MULCH IS TO BE APFLIED AT THE.
HATE OF 21 BALES STHAW PER 1000 524 FT,

POST CONSTRUCTION S10PE STABLIZATION:
+ 31 SLOPES SKOWN HEREON TO BE SEEDED & MULCHED
FOR STABIIZATION, (UNLESS NOTED OTHERWIEE)

~2:1 SLOPES SHOWN HEREON TO BE STABLIZED

WITH HORTH AMERIGAN GREEN 56150 EROSION
CONTROL BLANKET OR APPHOVED SUBBTITUTE
BTAPLE PATTERN ‘D%,
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1. THE CONTRACTOR SHALL COMBLY WITH ALL LOCAL &

EROSION & SEDIMENT CONTROL NOTES:

ORBINANCES FOR GRADING AND ERDSION AND SEDIMENT CONTROL
FOR THE MEASURES SHOWN OR STATED GN THESE PLANS.

2. CONTRACTOH WMUST ENSURE THAT THE CONSTRUCTION SITE IS
PREPARED PRICR TO THE ONSET OF ANY §TORM, CONTRAGTOR SHaLL
HAVE ALL EROSION AND SEDIMENT SONTROL MEASLIRES IN PLACE PRIOR.
TO COMENGING WITH CONSTRUCTION ACTIVITIES,

3. ALL EROSION AN SEGIMENT CONTROL MEASURES SHALL BE MAINTAINED
UNT. DISTURBED AREA ARE STABILIZED, CHANGES TO THIS EROSION AND
BEDIMENT CONTROL PLAN SHALL BE MACE TO MEET FIELD CONDITIONS AS
REQUIRED 70 PREVENT EROSION & SEDIMENT FROMLEAVING THE LIWTS

4, THIS PLAN MAY NOT COVER ALL THE SFTUATIONS THAT ARISES DURING
CONSTRUGTION DUE T0 UNANTICIPATED FIELD CONDITIONS, VARIATIONS

MAY BE MADE TO THE PLAN

1N THE FIELD SUBJECT T0 THE APPROVAL OF
THE oF

1. GHALL IMALENENT

FOLLOWS:

A CONCRETE WASTE:
PACVIDE A DESIGNATED AREA FOR A TEMPORARY PIT TO BE USED
FOR GONGRETE TRUCK WASH-OFF, DISFOSE OF MARDENED
CONGRETE OFFSITE, AT NO TIME BHALLA CONSRETE TRUCK DUMP.
175" CLEAN TS TRUCK DRAINS
VIA GURS AND GUTTER. INSPECT DALY 10 CONTROL RUNOFF AND
WEEKLY FOR REMOVAL OF HARDENED CONCRETE.

B, PAINT ANQ PAINTING SLIPPLIES;
PROVIDE INSTRUCTION TO EMPLOYEES AND SUBCONTRACTORS
REGARDING REDUCTION OF POLLUTANTS MATERIAL BTORAGE
USE AND CLEAN UP. NEPEGT SITE WEEILY FOR EVIDENCE OF
IMPROPER DISPOSAL.

12. STABILIZATION MEASURES MUST BE INITIATED VATHIN 5

VEN (1) DAYS
IES HAYE

OR AT THE:

A

&, ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE CHECKED
BEFORE AN AFTER ALL STORMS TO INSURE MEASURES ARE FUNCTIONING

#, CONTRACTOR SHALL MAWTAIN ALOG AT SITE OF ALL INSPECTIONS OF

MAINTENANCE OF BMP'S AS WELL AS ANY CORRECTIVE CHANGES T0 THE

BMPS OR EAS|ON AND SEDIMENT CONTROL FLAN & SHALL DTHERWISE

COMPLY WITH AL TDEC REUIREMENTS FOR THERSC,

7. 1N AREAS WHERE SOML 15 EXPOSED PROMPT REPLANTING WITH NATVE
GOMPATJBLE OROUGHT-RESISTANT L

HER EARTHWORY, PERMANEN | 3TABILIZATION WITH
PERENNIAL VEGETATION [USE GF NATIVE-HERBACEOUS AND WOODDY

SCON AS IT 1S PRACTICAL, STABILIZATION PRAGTICES MAY INGLUDE:
TEMPORARY SEEDING, PERMARENT SEEDING, MILCHING, GEO-TEXTHES,
BOD STABILIZATION AND GTHER APPROPRIATE NEASURES.

13, STRUCTURAL PRAGTICES TO DIVERT FLOWS TOM AREAS OF LAND.
DISTURBANGE, STORE FLOWS OR OTHERWISE LWIT RUNOFF AND THE
DISCHARGE OF POLLUTANTS FROM EXPOSED AFEAS OF THE SITE MUST BE
IMPLEMENTED. SUCH PRAGTICES MAY INGLUDE SILT FEMGES, EARTH DIKES,
DHAINAGE SWALES, SEDIMEMY TRAPS, CHECK OAMS, SURFAGE DRAINS,

AREAS WILL BE LEFT EXPOBED DVER THE WINTER SEASON.

B. THE CONTRACTOR SHALL INSTALL THE STABILIZED CONETRLCTION
ENTRANCE PRIOR TO COMMENGENENT OF GRADING, LOCATION OF THE
ENTRANCE MAY BE ADJUSTED BY THE CONTRACTOR TO FACILITATE
GRADING OPERATIONS, ALL CONSTRLCTION TRAFFIC ENTERING THE PAVED
ROAD MUST CROSS THE STABILIZED CONSTRUCTION ENTRANCE. THE
STASILIZED COMSTRUCTION ENTRANCE SHALL REMAIN IN PUACE UNTRL THE
ROAD BASE ROCK COURSE IS COMPLETE.

8. ALL SEDIMENT DEPOSITED ON PAVED ROADWAYE SHALL OF SWEFT AT
THE END OF EACH WOAK DAY OF A5 NECEESARY,

10, CONTRACTOR SHALL FIACE EROSION CONTROL MEASURES AROUND

S
R
Gy BEL

O

PIPE BTGAM DRAM INLET PROTECTION, ROCK OUTLET
PROTECTION, REINFORCED BOIL RETAINNG SYSTEWS AND GABIONS,

14, INSPECTION OF ALL CONTRCA MEABURES AND DISTURDED AREAS MUST
BE PERFORMED 8Y A TOEC LEVEL ONE CERTIFHDINSPECTOR TWICE PER
WEEK, AT LEAST 72 HOURS APART, AND BEFORE ANTICIPATED STORM EVENTS

INCHES A GREATER. INSPECTIONS MUST S DICUMENTED AND BE INFULL
ACCORDANDE WITH THE MNIMUM GRITERIA SETFORTH BY AL LOGAL & STATE
GTORM WATER HESOLUTIONS, TOEC AD THIE GIRRENT TENNESSEE GENERAL
PERMIT REQUIREMENTS,

SITE GRADING & DRAINAGE NOTES:

1. THE EXISTING CONDITIONS INDIGATED ON THE FLANS WERE OBTAINED FROM A TOFOGRAPHIC MAF
PFROVIDED BY THE OWNER TO THE ENGINEER FOR USE IN HIS DESIGN. THE ENGINEER DOES NOT
GUARANTEE OR I ANY WAY WARRANTY THE ACCURACY OR COMPLETENESS OF THE BDICATED
EXISTING TOPOGAAPHIC INFORMATION SHOWN HEREIN, INCLUDING THE EXISTENGE, LOGATION &
DEPTH OF ALL EXISTING UTILITIES WITHIM AND ARDUND THE LIMITS OF CONSTRUCTION. THE
CONTRACTOR SHALL OE SOLELY RESFONSIBLE FOR FIELD VERIFYING THE PRESENCE, EXACT
LOTATION & DEPTH GF ANYIALL EXISTING UTILITIES PRIOR TO COMMENCING WITH CONSTRUCTION
ACTIVITIES. CONTRAGTOR TO CONTACT TENNESSEE ONE-CALL (300} 351-1111, (815) 306-156T A
MINIIUM OF 34 HAS PRIOR TO COMMENCING WITH CONSTRUCTION ACTIVITEES.
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Ravisions;

Hem:

2, CONTRACTOR T0 INSTALL EROSION CONTROL
ACTIVITIES. STRIP TOPGOL AND STOCK PILE ON-SITE. INSTALL BILTATION CONTROL (SILT FENCRNG)
ARDUND ALL SOIL STOCKPILES.

5, ND SLOPES TO EXCEED (3,1}, AT A MINMUM, ALL DISTURBED AREAS SHALL RECETVE 6" MIN.
TOPSOIL AND BE SEEDED WITH A TALL TURF TYPE FESCUE, ALL DISTURBED AREAS MUST 86
STABILIZED WITH JUTE OR SIHILAR TYPE ERCSION CONTROL FABRIC UNLESS OTHERWISE INDICATED
ON THE PLANS,

& L PROTECT ALL ING GRASSED AREAS NOT 1N THE LIMITS
OF NEW CORSTRUGTION FRDM DAMAGE BY EQUIPMENT, CONSTRUCTION AGTIVITIES AND THE

DISTURBED AREAS AS GOOM AS POSEILE FOLLOWING COMPLETION OF THE CURRENT
CONSTRUCTION AGTIVITY.

5, THE CONTRACTOR SHALL ISTALL AND MAINTAIN SEDIMENTATIONEROSION GONTROL DEVICES 45

ADEQUATE SECIMENTATIONEROSION CONTROL MEASURES AR N PLACE AND PROPERLY

6, UPON COMPLETION OF THE REQUIRED 'WORK, THE CONTRACTOR SHALL DISTRIBUTE AMIN. §*
TOPSOIL TO PROPOSED GRASSED AND LANDSCARE AREAS, FINE ORAUE AND PROMPTLY STABLIZE
ALL DISTURBED AREAS. THE CONTRAGICA SHALL REFER TO SITE LANDSCAPING PLANS AND
SPECIFICATIONS (IF PROVIDED IN THESE PLANS) TO DETERMINE THE LOCATION AND TYPE OF
PERMANENT AT A MINIMLIM, SEED, BE APPLIED TO AL
CISTUREED AREAS AS SOOM AS FEASIELE POSSIALE,

7. TOTAL DISTURBED AREA IS » 1.0 ACRES, THEREFORE, A NOTICE OF INTENT (NOINOC) 15 REQUIRED
FOR THIS FROJECT.

T

INTERIM WATER

POLLUTION PREVENTION

PLAN (SWPPP)




FERUSICIL DESIGH

GENERAL NOTES:

EXTRA MEASURES MAY E NEEDED I SITE

-1 STEEP SLOPE (SLOPE OF 124 OR GREATER)
~RECEIVES RUNOFF FROM 10,000 SG.FT, OR MORE
OF ADJACENTLAND

« HAS MORE THAN AN ACRE OF DISTURRED GROUND.

PRESERVING EXISTING VEGETATION:

+ WHENEVER POSS|BLE, PRESERVE EXISTING
TREES, SHAUBS, AND OTHER VEGETATION 7O
PREVENT ROQT DAMAGE DO NOT GRADE, PLACE
BOIL PILES, OR PARK VEHICLES NEAR TREES

MASKED FOR PRESERVATION.

REVEGETATION:
- DISTURBED SOLS SHALL BE STABILIZED AS QUICK
A5 PRACTICAL WITH TEMPORARY VEGETATION

+2,1 SLOPES SHOWN HEREON TO) BE STAB|LIZED
WTH NORTH AMERUDAN GREEM SC150 EROSION
GONTROL BLANKET OR APPROVED BUBETITUTE
STAPLE PATTERN D",

" FOR STABILLZATION. JURLESS NOTED QTHERWISE)

FLOOD NOTE:

T

e R
e e
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/ SWPPP LEGEND Y

- TEMP, CONSTRUCTION ENTRANGE

B 1 o eforerfon b, s pogorty [ BT s 0 pacies
o haza area.

‘SQURGE OF VERTICAL DATUM

T T

G §ATY: 4 P8 A Y SRV EEBON EATED 341

B o1 b e cove sruom e,
Frvie e ss o

B v o s o .
T

- CONG
- SILTATION FENGING

- STONE CHECK DAM
~INLET PROTEGTION
~QUTLET PROTECTION

- STONE FILTER RING

- GEOGRID MATTING

- GEOGRID MATTED DITCH
- STRAW WATTLE

- GEOGRID MATTING
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TOTAL DISTURBED AREA

= 366,588 SF (8.42£ AC)

EROSION & SEDIMENT CONTROL NOTES:

1. THE CONTRACTOR SHALL COMPLY WITH ALL LOCAL & STATE

SITE GRADING & DRAINAGE NOTES:

1, THE EXISTING CONDITIONS INDICATED ON THE PLANS WERE OBTAINED FROM A TOPOGRAPHIC MAP

ORDINANCES FOR GRATING AND ERCSION AND SECAMENT CONTROL
FOR THE MEASURES SHOWN OF STATED ON THESE PLANS,

2. CONTRAGTOR MUST ENSURE THAT THE CONSTRUSTION SITE IS
PREPARED PRIOR TO THE ONSET OF ANY STORM, CONTRAGTOR SHALL
HAVE ALL ERDSION AND SEDMENT CONTROL MEASURES I PLACE PRIOR:
TO COMENCING WITH CONSTAUCTICH ACTIVITIES,

3, ALL ERGBKON AND SEDPYENT CONTROL MEASURES SHALL BE MAINTAWED

UNTIL DISTURBED AREA ARE STABILIZED, CHANGES TO THIS ERDSIKIN AND
‘SEDIWENT CONTROL FLAN SHALL BE MADE TO MEET FIELD CONDITIONS AS
REQUIRED T0 PREVENT EAGSION & SEOIMENT FROMLEAVING THE LIMITS

4, THIS FLAN MAY MOT GOVER ALL THE SITUATIONS THAT ARISES DURING
CONSTRUCTION DUE TO UNANTICIPATED FIELD CONDITIONS, VARIATIONS
MAY BE MADE TO THE PLAN IN THE FIELD SUSJECT 10 THE APPROVAL DF
OR AT THE DECTION OF A REPRESENTATIVE OF THE DEPARTMENT OF

5, ALL EROSION AND SEDIMENT CONTRCA MEASURES SHALL BE CHECYED.

BEFORE AND AFTER ALL STORMB TO INSURE MEASURES ARE FUNCTIONING

6

i T SITE OF ALL

MAINTENANCE OF mEBiﬂr-m Y CORRECIIVE CHANGES T0 T
BMPE OR ERGSION AND SEDIMENT CONTROL PLAN & SHALL DTHERWISE
COMPLY VilTH ALL TOEG REQUIREMENTS FOR TNEPSC,

s0iL ROMPT REPLANTING WITH NATIVE
COMPATISLE CROUGHT-RESISTANT VEGETATION BHALL B PLRFORMED, NO

AREAS WILL BE LEFT EXPOSED OVER THE WINTER BEASON,

£ THE CONTRACTOR SHALL INSTALL THE STABILIZED CONSTRUCTION
ENTRANGE PRIOR TO GOMMENCEMENT OF GRADING, LOCATION OF THE

'STABALIZED CONSTRUCTION ENTRANCE SHALL REMAlN [N PLAGE UNTIL 1HE
ROAD BASE ROCK CCURSE 15 COMPLETE.

9. ALL SEDIMENT DEPOBITED ON PAVED ROADMAYS SHALL BE SWEFT AT
THE END OF EACH WORK DAY OR AS NECESSARY.

10, CONTHAGTOR SHALL PLACE ERGSION CONTROL MEASURES ARDUND
AL NEW DRANAGE STRUGTURE DPENINGS IMMEDIATELY AFTER THE
BTRUCTURE OPENING IS CONSTRUGTED, THE ERODSION CONTROL
MEASURES SHALL BE MAINTAINED AND REMAIN PLACE UHTIL
CONSTRUCTIGH 5 CONPLETE.

1 SHALL IMPLEMENT
FOLLOWS:
A CONCRETE WASTE:

PROVIDE A CESIGNATED AREA FOR: A TEUPQRARY PIT TO BE USED

CONCRETE OFFSITE. AT O TIME SHALLA CONGRETE TRLICK DUME LOGATION & DEFTH GF ANYIALL EXISTING UTILITIES FRIOR TO.
ACTIVITIES, CONTRAGTOR TO SONTACT TENNESSEE ONE-CALL (B00) 3611111, (615) 3631967 A
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Revlsions:

ftom:

VA GURB AND GUTTER, HEREGT DALY "D GONTROL RUNOFF AD MINMUA CF 24 HRS PRIOR TO COMMENGING WITH CONSTRLIGTION ACTIVITEES,

PROVIDE INSIRUGTION T EMPLOYEES WD BUBCONTRAGTORS

2, CONFRACTOR TO INGTALL EROSION CONTROL MEASURES PRIOR TO BEGINNING
'AGTIVITIES, STAIA TORSOIL AND STOGK PALE GN-SITE. INSTALL SILTATIGN GONTROL (SILT FENCIG)

FAEGARCING REDUCTION OF POLLUTANTS MATERIAL STORAGE
USE AND CLEAN UP, INSFECT SITE WEEILY FOR EVIDENCE OF AL e

IMPROPER DISPOSAL.

3 NO SLOPES TO EXCEED {3:1), AT A MINIMUM, ALL DISTURBED AREAS SHALL RECEIVE 8" MIN,
‘TOPSOIL AHD BE SEEDED WITH A TALL TURF TYFE FESCUE, ALL DISTUREED AREAS MUST BE

12, MUST

[T

STABILIZED WITH LAR TYPE

OH PORTIONS OF THE SITE WHERE CONSTRUGTON ACTIVITIES HAVE DM THE PLANS.
TEMPORARILY OF PERMANENTLY CEABED, AND WITHIN (15) DAYS AFTER

GRADING OF OTHER EARTHWORK, PERMANENT §TASILIZATION vATH
PERENNIAL VEGETATION (USE DF NATVEHEREACEGUS AKD WOTGY

4, THE CONTRACTOR SHALL PROTECT ALL TREES AND EXISTING GRASSED AREAS NOT N THE LIMITS
‘OF NEW CONSTRUCTION FROM DAMAGE EY EQUIPMENT, CONSTRUGTION ACTIVITIES AND THE
CONTRACTORS PERSCHMIEL THE CONTIACTON SHALL HOT DISTULA ANV LAAGER AREALS) THN 18

KON RO BUNPALE SHALL REPLALE Aty TEAPORATY WEASLEES AS e RRENT
50GM AS IT 13, PRAGTICAL. GTABLIZATION PRAGTCES MAY INGLUDE: D TUNBED AHEAL A2 BN 55 FOSBILE rOLLD
TEMPORARY SEEDING, PERMANENT SEEDING. Ml CHBIO, GEO.TEXTILES, CONSTALCTION AGTRATY.
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